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 T Bolt◙

Big Head Bolt◙

AIL21-4010

Used for 90° connection of extrusions.

AIC22-4010

Weight(g/pcs)

AIC22-4010-M8-L20

AIC22-4010-M8-L25

AIC22-4010-M8-L30

AIC22-4010-M8-L35

AIC22-4010-M8-L40

    13.0

    14.4

    16.2

AIC22-4010-M8-L20

AIC22-4010-M8-L25

AIC22-4010-M8-L30

AIC22-4010-M8-L35

AIC22-4010-M8-L40

    19.0

    19.5

AOB02-H4040

AIC22-4010-M8-L20

ABB11-4010-4040

AIL21-4010-M12-L30

Weight(g/pcs)

27.5

M12 depth30Tapped Hole

AOB02-H4040

Wrench hole for after-processing：◙

20 Ø10

AIC22-4010-M8-L20

AIC22-4010-M8-L25

It is a special post-install nut for extrusions, which is convenient and fast.

AIL21-4010-M12-L30

AHF31-M8

AIL21-4010-M12-L30
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Code Type

T Bolt

Material

Carbon steel

Surface Treatment

Nickel plating

Exploded drawing Assembly drawing

Code

Code Type

Big head bolt

Material Surface Treatment

GalvanizedCarbon steel

Exploded drawing Assembly drawing

Code

Code

Wrench Hole

Special  Bolt EU Standard 40 Groove Width 10.2 Series Extrusion Accessories-Fastening Part
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